Winjet 168RC

High Speed Color Inkjet Printer
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Printing Printhead Printhead Width 8.77” (70,400 nozzles)
Five-Channel Printhead (C, M, Y, K, K)

Inking Deli

Sr; sltréfn SR Ink Cartridge, Capacity: 250 ml (Each Color)

Ink Type Water Based Dye Ink

Print Speed Normal Mode: 127/ sec (61 PPM A4), 1600 x 800 dpi

&Resolution Fine Mode: 6 / sec (30 PPM A4), 1600 x 1600 dpi

Printing Area Max. Width 215.9 mm (8.5”) x Length 431.8 mm (17”)
Min. Width 101.6 mm (4”) x Length 101.6 mm (4”)

Function Auto Cutter

Easy Operation  Paper Auto-Loading

Control Panel Status Display
LED: Green (Ready), Yellow (Busy), and Red (Error)

Type of Media  Roll Paper, Fanfold Paper and Cut-Sheet Paper

Thickness Min. 80 gsm; Max. 230 gsm

Size Width: 50.8 mm (2”) ~ 241.3 mm (9.5”)
Min. Media Length: 101.6 mm (4”)

Consumables Ink Cartridge (C,M,Y, K), Printhead (User Replaceable),
Printhead Wiper, Waste Ink Absorber

Options Un-Winder, Winder, Power-Stacker, Cleaner Unit
Interface Host Interface USB 2.0, Ethernet (10 / 100 BaseT)
Print Driver Microsoft Windows® Applications Supported

OS Support Windows XP®, Windows Vista®, Windows 7®
Power Supply AC100 ~ 240V, 50/60 Hz, 155 W

Dimensions 450 mm (L) x 515 mm (W) x 305 mm (H), 28 kg

Specifications shall be subject to any changes without additional notices.
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